Trimble TDC 100



Product Models TDC100 (Wi-Fi) TDC100 (4G)
Cellular voice & data No Yes
WLAN (Wi-Fi) Yes Yes
Integrated camera with flash 8 MP 13 MP
Memory storage 8 GB 16 GB
Battery capacity 3100mAh 4800mAh
STANDARD FEATURES
SYSTEM

+ Integrated 4G cellular data, text and voice capability (4G model)

+ 13 MP (4G model) and 8 MP (Wi-Fi model) camera with geotagging and
flash light

+ High-sensitivity GNSS/SBAS receiver and antenna

+ Bluetooth® v 4.0

+ Wi-Fi IEEE 802.11 b/g/n

+ Capacitive multi-touch 5.3 inch bright, sunlight-readable Gorilla Glass
display

+ Long-life user replaceable Li-lon battery (standard or enhanced capacity)

+ 1.2 GHz Qualcomm™ processor

+ 2 GB SDRAM

+ 16 GB (4G) and 8 GB (Wi-Fi model) flash memory?

* 1 MicroSDHC memory card slot

+ Integrated speaker and microphone

OPERATING SYSTEM
+ Android® 6.0 (Marshmallow)

« Languages available: Afrikaans, English, Spanish, French, Italian,
Portuguese (Portugal and Brazil), German, Greek, Korean, Polish,
Simplified Chinese, Russian, Azebaijani, Czech, Danish, Lithuanian,
Hungarian, Dutch, Norwegian (Bokmal), Romanian, Finnish, Swedish,
Turkish, Bulgarian, Serbian (Cyrillic), Hindi, Polish

+ Software package includes: Google Mobile Services, SatLook

COMMUNICATIONS3
Cellular. GSM (850/900/1800/1900), GPRS, EDGE, UMTS, WCDMA (B1/B2/
B5/B8), TD-SCDMA (B34/B39), LTE-FDD (B1/B3/B4/B5/B7/B8/B20), LTE-
TDD (B38/B39/B40/B41) (Not available on Wi-Fi model)

+ Wi-Fi IEEE 802.11 b/g/n

+ Bluetooth 4.0

+ USB (micro B USB connector)

+ NFC (not supported in Wi-Fi model)

STANDARD ACCESSORIES
+ Lanyard

+ Screen protectors (x2)

+ A/C charger

+ USB cable

OPTIONAL ACCESSORIES

« External magnetic GPS antenna
+ Pole bracket
« Replacement batteries and covers

SOFTWARE COMPATIBILITY

Trimble Unity™ and other Google certified mobile apps

WARRANTY

+ 3year warranty as stanrdard

U.S.A: Trimble Navigation Limited
3501 Jamboree Road

Newport Beach, California 92660
+1(949) 892-6120

R.0.W: Trimble Navigation Limited
NSC Campus, Mahon,

Cork Ireland

+353 21 230 9328

TECHNICAL SPECIFICATIONS

PHYSICAL
SIZ€ oo 164 mm x 82 mm x 14.6 mm (6.45 in x 3.22 in x 0.57 in)
Weight.......ccooveeeeeicciceeeee 310 g (10.9 oz) with extended capacity battery

(278 g (9.8 0z) for Wi-Fi model with standard capacity battery)
Processor...Qualcomm Snapdragon 410, Quad-core, Clock frequency: 1.2 GHz

.................................................................................. .2 GB SDRAM
Storage’: ..o 16 GB (non-volatile), (8 GB for Wi-Fi model)
User Interface Keyboard. ...........ccccoevniniiinnnne. 2 volume keys, on/off/reset key,

2 programmable keys, standard Android touch panel 3 buttons,

On screen keyboard

Battery ..o Li-lon removable battery
Standard capacity 3100mAh (default in Wi-Fi model)

Enhanced capacity 4800mAh (default in 4G model)

Battery life ..o > 15 hours @ 20° C with GPS on*
Charging tiME ....c..oiieieieiie ettt 4 hours

ENVIRONMENTAL

Temperature Operating . —20 °C to +60 °C (=4 °F to +140 °F)

Storage . ..ocovvvvveeennnn. 30 °C to +70 °C without battery (=22 °F to +158° F)
HUMIAITY. .. 95% non-condensing
Water & DUSE PrOOf ........ciiiiiiiiiiii s P67
FrEE ArOP .. v 1.2 m on concrete
INPUT/OUTPUT
EXPANSION ..ot MicroSDHC™ memory card
(up to 64 GB, SanDisk®, Kingston® recommended)
Display.......ccovviiiiieeieieeee Gorilla Glass damage-resistant, auto rotate
............................................................ 5.3" capacitive multi-touch
........................................................................................... 1280x720px
450 Cd/m?

....Built-in microphone and speaker
Audio jack 2.5 plug (CTIA/AHJ standards)
Pogo pin connector

1/0 o USB 2.0 (micro), external antenna connector
Digital camera

Rear camera ........cccccocoeioinieieenicns 13 MP with flash light (8 MP on Wi-Fi model)
FrONT CAMEIA ... 2 MP
SENSOIS ..o E-Compass (not supported in Wi-Fi model)

G-Sensor, light sensor

GNSS

Internal antenna: 72 channels GPS L1 C/A, GLONASS, GALILEO ET, Beidou, SBAS
Integrated real-time.................... SBAS (WAAS/EGNOS/MSAS/GAGAN/QZSS)
Tri constellation system............ GPS/GAL, GPS/GLO/GAL or GPS/Beidou/GAL
External antenna CONNECTON ...........c.ccooviiuiiuieieieeiceeeeeeeee e Yes
PrOtOCO] ... Location Services

NMEA output (optional)
ACCURACY SPECIFICATIONS (HORIZONTAL RMS)®
Real-time SBASE ..ottt < 1.5 m typical

1. 1-2m Hz accuracy at 1 Sigma RMS

2. The actual available capacity of the internal memory is less than the specified capacity because the operating
system and default applications occupy part of the memory. The available capacity may change when you
upgrade applications or the device.

3. Bluetooth, wireless LAN and cellular type approvals are country specific. Trimble TDC100 handhelds have
Bluetooth, wireless LAN and cellular approval in North America and EU. For other countries, please consult your
local Reseller.

4. With Enhanced Capacity Battery. Using wireless technology, such as Bluetooth or wireless LAN will consume
additional battery power. Backlight setting at 70% brightness.

5. Horizontal Root Mean Squared accuracy. Requires data to be collected using vertical mounting, minimum of
4 satellites, PDOP mask at 99, SNR mask at 12 dBHz, elevation mask at 5 degrees, and reasonable multipath
conditions. lonospheric conditions, multipath signals or obstruction of the sky by buildings or heavy tree
canopy may degrade precision by interfering with signal reception.

6. SBAS (Satellite Based Augmentation System). Includes WAAS (Wide Area Augmentation System) available in
North America only, EGNOS (European Geostationary Navigation Overlay System) available in Europe only, and
MSAS available in Japan only.

Specifications subject to change without notice.
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